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INTERCONNECT TO VIRGINIA AVE./ ST. WILLIAM DR. /

SEE INTERCONNECT PLAN

NOTES:
1. THE TRAFFIC SIGNAL CONTROLLER SHALL BE NTCIP COMPATIBLE.

2. THE DOME CAMERA (PAN/TILT/ZOOM) WILL BE MOUNTED TO THE
COMBINATION MAST ASSEMBLY AND POLE. A LUMINAIRE AND TRUSS
ARM WILL NOT INSTALLED AS PART OF THE COMBINATION MAST ARM
ASSEMBLY AND POLE.

3. THE VIDEO FROM THE DOME CAMERA (PAN/TILT/ZOOM) WILL BE
TRANSMITTED TO THE LAKE COUNTY TMC OVER FIBER OPTIC CABLE.
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HEAVY DUTY HANDHOLE

DOUBLE HANDHOLE

G.S. CONDUIT IN TRENCH (T) OR PUSHED ( P)
PEDESTRIAN PUSHBUTTON DETECTOR
DETECTOR LOOP
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RESTORATION OF WORK AREA. RESTORATION OF THE TRAFFIC SIGNAL

WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH
AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC.,
AND NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY
SURFACES SUCH AS SHOULDERS, MEDIANS, SIDEWALKS, PAVEMENT,
ETC. SHALL BE REPLACED IN KIND. ALL DAMAGE TO MOWED LAWNS
SHALL BE REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO
UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
SPECIFICATIONS 252 AND 250 RESPECTIVELY.
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